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COMPACTED BASE COURSE
GEOTEXTILE TO SPECS.
cL
BRUSHING LIMITS

CLEAR'ZONE

6" wide x 120 deep (150mm x
300mm) concrete curb set 4"
(100mm) above top of pavers and
with control joints at 15' (5m) OC

1" to 1.5" (25 - 40mm) Bedding Sand

2" (50mm) dia. Drain Hole drilled 4' to 6' on
center and at lowest elevations fill with pea
gravel

Concrete Pavers 60mm min
thickness

Geotextile over Concrete/Asphalt
base turn up at curb (do not cover

top of base)
4" (100mm) min thick Concrete/

3" (75mm) min thick Asphalt base

O

NOTE:

T

Compacted Subgrade

*Thickness of base will vary with subgrade

conditions
*1% slope embarkment

CURVED RAMP MATERIALS DETAIL

7 \\V P >
RA aﬁ& \\\ \\ \\\ \‘v > 4
S SIS TS SIS (1:25)
ST TS TSSS |
TV VIS
ST
SECTION THROUGH TRAIL BED
(1:50)
SECTION THROUGH RAMP
Concept By Project 4 Project Managers: N
ALL DIMENSIONS SHALL BE CHECKED AND ~ >2teNo- REVISIONS ___Date _No. PRINTSTO WMS PP WALTER CLAUDE & ASSOCIATES
CORRELATED WITH RELEVANT DRAWINGS ON AUG/16 Drawn By LANDSCAPING PROJECT DETAILS E Architects & Flanning Consultants
SITE. ANY DISCREPANCY SHALL BE BROUGHT M.O | Title b0 Bor 8202 Kamonte
TO THE NOTICE OF THE ARCHITECT. Scale CAMP DETALLS Tel:031-2284704
AS INDICATED \_ )




